MICROWAVE

The MWA-PA Series —

Providing Microwave Technology Solutions

Applications:

o Indoor/outdoor installation in
existing receiver TV Broadcast STL or

remote link

o Broadcast STL or remote link from
stadium site to studio

(Jptional 9tems:

Heat Sink Extension

—
~eatures:

® Enhanced video picture

® Enhanced digital video (HDTV)

® Signifigant noise reduction

® Improved fade margin

® Individual alarm configurations may

be specified

® SMA to Waveguide adaptors

® Narrow band options for high
interference locations and
wideband linear types for CATV (to

® Low-cost passive repeater use

PA Heatsink Adaptors not required for
existing installations that include heatsinks

Please provide thread size and spacing to

Under no circumstances should Power
Amps be energized without mounting on a

Please specify alarm requirements.
There is no charge for common alarm

contact (DC presence, RF presence, etc.)

Extra charge may apply for other alarms.

800 MHz)
MPA-1 1 WATT INDOOR rated for the same power level.
MPA-1-WX 1 WATT OUTDOOR
MPA-2 2 WATT . INDOOR allow for proper case mounting.
MPA-2-WX 2 WATT Specify any | OUTDOOR
MPA-4 4 WATT center INDOOR
MPA-4-WX 4 WATT frequency | OUTDOOR ;
MPA-8 SWATT 1to 14.5 INDOOR heatsink rated at the stated power.
MPA-8-WX 8 WATT GHz OUTDOOR
MPA-10 10 WATT INDOOR
MPA-10-WX | 10 WATT OUTDOOR
MPA-20 20 WATT Specify INDOOR depending upon complexity.
MPA-20-WX | 20 WATT 10.7to 11.7 | OUTDOOR
GHz

MX-WGSMA Provides W/G Choke Flange to SMA Adaptor
MX-SMA-J -6 or -12| SMA to W/G Jumper --- Provides SMA Jumper from Waveguide

Adaptor to LNA or PA
MX-BP Base Plate Option -- Provides Surface for Mounting LNA or

PA and Heatsink Extrusion

If A Heatsink is Required, Please Contact Us

MRS

36 Mt. Lebanon Street Peg}])erell MA 01463

978.433.3636 (tel)
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